
107/07/2025

TECHNICAL SHEET

FORSTYL
CHARACTERISTICS 

INDIVIDUAL DESKS 
WORKTOPS

MELAMINE PANEL 
LEG

TUBULAR SUPPORT 
LEG

ASSEMBLY SYSTEM 

Melamine covered particle board panels 25 mm thick. 2 sides treated with an anti-reflective coating
Panel density 600-670 kg/m3
Bonded ABS edge banding 2 mm thick, rounded on upper and lower edges. Edge banding to match worktop finish

Panels sourced from sustainably managed forests (PEFC).
Fire rating M3 (combustible, moderately flammable) in accordance with the standard NF EN 13501-1
Panels are rated E05 for formaldehyde emissions (max. 0.062 mg/m3 or 0.05 ppm), as tested according to standard NF EN 717.

Melamine panels comply with the standard ISO 22196 for antibacterial properties.
68% recycled content on average (pre- and post-consumer); 90% for finish R3, which is Cradle to Cradle Certified).
Fully recyclable.

> Worktops predrilled in 2 places for optional cable ports ø 80 mm (one place for worktop L. 80 mm)
No predrilling for returns D. 600 mm

> Different worktop shapes (see summary)

Melamine panel leg
> Particle board panels, 25 mm thick.
> 2 ABS cross-braces in Aluminium grey in the upper section
> Adjustable stabiliser feet with adjustment through 15 mm

Worktop secured to the melamine modesty board structure by screws and screwed metal M6 inserts 
Fixed leg: worktop height 735 mm

Tubular support leg, round
Included for 90° asymmetrical compact desks with returns and returns D. 600 mm.
Optional for D. 800 mm desk extensions with a 90° corner (required if load on corner is > 20 kg).

Welded metal leg, lacquered epoxy Aluminium grey
> 1 plate secured to the underside of the worktop using 4 screws and welded to the tube
> 1 tubular leg ø 60 mm
> Stabiliser feet with a 15 mm adjustment range  for levelling, in black injected polypropylene

Fixed leg: worktop height 735 mm

Assembly of the legs 
Legs joined together by the structural melamine modesty board which provides stability and rigidity to desks and worktops
> Rectangular melamine modesty board 19 mm thick, matched to desktop finish
> Overall dimensions D. 19 x H. 300 mm
> Opening at the top at each extremity ø 60 mm with ABS ring in Aluminium grey, allowing cables to run from the worktop 
to the structure
> The modesty board can accommodate an optional metal cable trough for the passage of cables and storage of socket outlets
> Secured to the legs by screws and cam lock nuts

Attachment of structure to worktop: 
Attached using screwed metal inserts to simplify assembly and disassembly while providing excellent structural rigidity 
(140 kg per insert under test conditions)
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CHARACTERISTICS 

STRUCTURAL RETURN UNIT

DIMENSIONS

Individual desks

CURVED WORKTOP 90° ASYMMETRICAL COMPACT 
DESKS

Depth 970 1200/800 (return D. 600 mm)

Width 1800 1600 / 1800
Fixed leg height 735 735

Returns and extensions

RECTANGULAR RETURNS EXTENSIONS WITH A 
90° CORNER

Profondeur 600 800

Largeur 800 / 1200 2050
Hauteur piètement fixe 735 735

DESKS WITH A 
STRUCTURAL 
RETURN UNIT

Depth 

Width
Height (fixed-height legs)

1800 1800

735 735

735

RECTANGULAR WORKTOP CURVED WORKTOP

1440 (worktop D. 800) 1610 (worktop D. 970)

Return unit dimensions: W. 800 x H. 710 x D. 432 mm 
Structural storage unit accessible from one side of the desk; sits slightly below the desk edge (overlap 162 mm).
Can be placed at the left- or right-hand side of the desk.
Only available for desks with rectangular or curved worktops W. 1800 mm (available space for user: W. 1342 mm).  

Shell: 
> Top, base and sides: melamine-covered particle board panels (19 mm thick) in the same finish as the worktop.
> Stabiliser feet (adjustment range 15 mm), accessible through the base of the unit.

Storage: 1 open compartment, 2 sliding doors
> Upper section: 1 open compartment H. 260 mm; usable dimensions: W. 760 x H. 260 x D. 400 mm
> Lower section: 2 open compartments (1 lever-arch file height) with sliding doors; usable dimensions: W. 760 x H. 380 x D. 350 mm

Opening system: 
> 2 lockable melamine sliding doors
> Grey ABS guide rail
> Chrome-finish push-lock with 1 standard key and 1 folding key with a black cap (master key available on request)
> Full-height metal handles with epoxy lacquered finish in Aluminium grey SA

For direction of wood grain, see diagrams.

Fastening of the storage unit to the worktop: Secured using metal inserts. 
Self-assembly.

OVERALL DIMENSIONS (in mm)
RECTANGULAR 

800

800 / 1200 / 1400 / 1600 / 1800


